INSTALLATION INSTRUCTIONS FOR LARAMIE LFEFLFP
THIS LUMINAIRE IS AVAILABLE IN FOUR DIFFERENT LAMP SOURCES
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WARNINGS:

* Disconnect power before installation or servicing.

* Install, operate, and maintain o meet all applicable codes.
* Labeled ballast voltage must malch supply voltage.

* Fixture is wired to the highest voltage at the factory.

* Prolect all wiring connections with approved insulalors,

* Ensure fixiure and wiring are properly grounded.

RELAMPING:

* Loosen (2) door retaining screws (A). Open door (B).
* Install lamp.

* Clean gloss lens then close door (B).

MOUNTING:

* When fixture is mounted to a watertight junction box, use an approved
thread sealant or teflon lape on the threods.

* First, turn locknut (C) lo its fullest engagement. Insert oll the wires (D) inlo the 1/2" hub
then engage the knuckle until tight. Aim fixture horizontally then, thighlen lacknut (C).

WIRING:

* Connect fixture wires to the supply line in accordance with the local and National Electrical Code.
Make sure fixture is grounded.

VERTICAL AIMING:

* When fixture is ocimed down, remove (2) drain screws (F.

* Support fixture with one hand then loosen knuckle bolt (G).
* Aim the fixture vertically and then retighten bolt (G) securely.

* For up aiming leave the door drain screws installed and drill o nominal 0.188" dia. hole

at the low paint of the fixlure.
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