Cat. # Approvals

FULL CUTOFF |
WALLPACK

W7 SERIES COMPACT

Type

Outdoor Lighting

| O|T
| I

APPLICATIONS

e Designed to eliminate lamp brightness for applications with mounting
heights of 6 to 12 feet.

SPECIFICATIONS

e (lear polycarbonate lens with internal aluminum full cutoff shield.

* Four screw closure to housing gasket. Cast aluminum housing with 1/2"
conduit hubs. Provides firm mount, flexible wiring.

e Mounts over recessed J-box, includes hardware and gasket.

e Specular reflector around axial lamp provides sharp cutoff and no face A B c
brightness. 105/16" 61/8" 7"
¢ Dark skies friendly. 184349 mm 155 mm 178 mm

e 70 watt HPS or metal halide QuadTap® (120, 208, 240, 277v); medium
base lamp included.

e Dark bronze powder paint finish.

LISTINGS

e UL 1598 listed for wet locations.

CUS

MEMBER

ORDERING INFORMATION
ORDERING EXAMPLE

W7 H 8

Series Source Voltage
Catalog Number Wattage Voltage Ballast Weight

Ibs. kg

W7s8 70 HPS QuadTap® AL-HPF 80 36
W7H8 70 MH QuadTap® PLA 10.0 45
NOTE: All units have dark bronze powder paint finish, 120/208/240/277 voltage ballasts, and include medium base
lamp.

NOTE: No options or accessories available.

PHOTOMETRIC REPORTS

Catalog Number Report #
W7S8 HP09312.IES
W7H8 HP09313.IES
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